
♦See them in the 
following catalogs: 

Kawneer Wall Systems 


Kawneer Doors & Entrances 


Kawneer Store Fronts 


Kawneer Wall Facings 


Kawneer 

touch 


AIA FILE NO. 26 -D 














































\ r 



CROCKETT JUNIOR HIGH SCHOOL 
IRVING, TEXAS 

Archifects & Engineers: Hedrick, Stanley & Morey 
Contractor: Connell Construction Co. 


STANFORD SHOPPING CENTER 
PALO ALTO, CALIFORNIA 
Architect: Welton Beckett & Associates 
Contractors: Wagner & Martinez, Dinwiddie Const . Co. 
Younger Bros. Construction Co. 


WALK COVERS 
and CANOPIES 


Walk Covers: lightweight, aluminum protection against the sun, 
heat, rain or snow. 

• use between buildings on campus, factory, shopping 
center locations 

• pre-cut and pre-drilled for easy application 

• available in 10' x 20' sections used singly or in com¬ 
bination 

• alumilite finish for long life 

Canopies: same W-shaped aluminum louvers as Walk Covers. 

Used primarily on stores to protect window-displayed 
merchandise. Also protects foot traffic, 

• reduces air conditioning costs 

• ideal for use over store fronts, entrances 

• available in four stock projection sizes, three stock widths 
(see chart opposite) 


KAWNEER WALK COVER 

May be used with numerous structural supports 
supplied by others. 


For complete information see Kawneer details, 
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Kawneer ■ sun control 



KAWNEER CANOPY 


Can be bought in these three widths and 
spliced to get desired length. 

Can be bought in these four projection sizes 


projection 

10' 

8' 

6' 

4' 

width 

4' 

5' 

6 4 



Corner panel sections provide accurate fit, 
good appearance. Units are supported at 
each splice joint whether cantilevered or 
tension rod hung. Units cannot be spliced 
in projection. Narrower width panels can 
be field cut from stock units. Outer assem¬ 
bly at building controls water disposal. All 
parts are standard, available in preassem¬ 
bled units. 


CALTEX BUILDING 
Architect: Gonzalo Balagtas 
Contractor: American Builders, Inc. and 
Vivencio D. Antonio 



KAWNEER K-LOUVER 


CANOPY LOAD SPECIFICATION CHART 

Cantil.ver and tension rod supported 


Projection 

(ft) 

Thickness of 
“W” Sections 
(in.) 

Total 

Load 

(lbs./sq. ft.) 

Live (Safe) 
Load 

(lbs./sq. ft.) 

Available In 
Unit Widths 
(ft) 

4 

.032 

111.8 

55.9 

4 

5 


6 

.032 

101.6 

50.8 

4 

5 

6 

8 

.032 

71.3 

35.6 

4 

5 

6 

10 

.032 

57.8 

28.9 

4 

5 

6 


WALKWAY COVER LOAD SPECIFICATION CHART 
Pipe Column Supported 



PROPERTIES OF COMPONENTS (MINIMUM) 


HANGER 

“W” 


CHANNEL 

SECTION 

Thickness (in.) 

.125 

.032 

Material (Aluminum) 

2404 T4 ALclad 

5052-H34 

Yield Strength (psi) 

37,000 

26,000 

Ultimate Strength (psi) 

58,000 

34,000 

Section Modulus (in.3) 

.765 

.291 

Moment of Inertia (in.4) 

1.147 

.529 

NOTE: Hanger channel occurs at approximately 2/3 of projection 
from wall. For information on (Custom) .051' Louvers, con¬ 
tact Kawneer Company, Niles, Michigan. 



FIXED LOUVER 
DETAIL 


Designed to prevent direct sunlight 
from entering building. Reduces air 
conditioning load. Allows free circula¬ 
tion and ventilation. Available in six¬ 
teen or twenty foot lengths. Has these 
special features: 

• Easy to mount—standard accessories 
fit job requirements 

• Changes in reflected light possible by 
varying normal louver spacing of 7H " 
at 45°. 

• Miter cuts for corners easy to make 
and fit on-the-job. 

• Can be hinged for easier window 
cleaning. 

For complete information see Kawneer de¬ 
tails. 

Many buildings have special problems 
with the sun because of orientation and 
other factors. Also, many new buildings 

using curtain wall (see ^-)design have 

special problems because of large ex¬ 
panses of glass. See the Kawneer repre¬ 
sentative to discuss all Sun Control 
requirements. 
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W' Richmond, Cali,.. 
iLSrJ^l I_____ __U cJl Cynthiana, Ky., Toronto, Canada 

MANUFACTURERS OF PRODUCTS FOR THE BUILDING AND APPLIANCE INDUSTRIES 
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See Catalog for details 


See Catalog for details 



16a 

See Catalog for details 


3a 

See Catalog for details 




architecture and f n(Ji 


since 1906 


19e 

See Catalog for details 


DISTRICT OFFICES 

‘Atlanta, Georgia 
530 Permalume Place, N.W. 
Sycamore 4-9501 

‘Boston, Massachusetts 
255 Corporation Way, 
Medford, Mass. 

Export 5-7070 

‘“Brooklyn 6, New York 
345 Ten Eyck Street 
Hyacinth 7-4880 

‘Chicago 30, Illinois 
4532 North Elston Avenue 
Spring 7-6968 


Cincinnati 35, Ohio 
7565 Kenwood Road 
Rm. 205, 

Kenwood Center Bldg. 
Tweed 1-8122 

‘Cleveland 11, Ohio 
4791 W. 150th Street 
Orchard 1-1158 

‘Dallas 35, Texas 
8615 Directors Row 
Fleetwood 7-4541 

Kansas City 15, Missouri 
#20 On-the-Mall 
Endicott 2-2318 


Litho in U.S.A. Copyright 1958 Kawneer Company 59051 
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See Catalog ^ for details 


‘Los Angeles 22, California 
3000 Supply Avenue 
Raymond 3-9171 

“‘Miami 47, Florida 
7651 N.W. 25th Avenue 
Plaza'4-4529 

New York 36, New York 
Rm. 2346, 11 W. 42nd St. 
Longacre 4-8476 

Philadelphia, Pennsylvania 
1020 Main St., Darby, Pa. 
Ludlow 3-8600 


“Richmond, California 
600 Parr Blvd. 

Seattle 99, Washington 
420 First Avenue, West 
Atwater 4-0363 

“Toronto, Ontario, Canada 
1460 Don Mills Rd., 

Don Mills, Ont. 

Hickory 4-1101 

“Niles, Michigan; 
Cynthiana, Kentucky 


‘Combined Sales Office and Warehouse 
“Combined Sales Office and Factory 
‘“Warehouse Only 
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